INTERNATIONAL JOURNAL OF ERGONOMICS (IJEG)

VOLUME 4, ISSUE 3, 2014

EDITED BY
DR. NABEEL TAHIR

ISSN (Online): 1985-2312
International Journal of Ergonomics is published both in traditional paper form and in Internet. This journal is published at the website http://www.cscjournals.org, maintained by Computer Science Journals (CSC Journals), Malaysia.

IJEJ Journal is a part of CSC Publishers
Computer Science Journals
http://www.cscjournals.org
EDITORIAL PREFACE

This is the *Third* Issue of Volume *Four* of International Journal of Ergonomics (IJEG). The Journal is published bi-monthly, with papers being peer reviewed to high international standards. The International Journal of Ergonomics is not limited to a specific aspect of Ergonomics but it is devoted to the publication of high quality papers on all division of engineering in general. IJEG intends to disseminate knowledge in the various disciplines of the Computer Science field from theoretical, practical and analytical research to physical implications and theoretical or quantitative discussion intended for academic and industrial progress. In order to position IJEG as one of the good journal on Computer Sciences, a group of highly valuable scholars are serving on the editorial board. The International Editorial Board ensures that significant developments in Ergonomics from around the world are reflected in the Journal. Some important topics covers by journal are architectures, middleware, tools designs, Experiments, Evaluation, etc.

The initial efforts helped to shape the editorial policy and to sharpen the focus of the journal. Started with Volume 4, 2014, IJEG appears with more focused issues. Besides normal publications, IJEG intend to organized special issues on more focused topics. Each special issue will have a designated editor (editors) – either member of the editorial board or another recognized specialist in the respective field.

The coverage of the journal includes all new theoretical and experimental findings in the fields of engineering which enhance the knowledge of scientist, industrials, researchers and all those persons who are coupled with engineering field. IJEG objective is to publish articles that are not only technically proficient but also contains information and ideas of fresh interest for International readership. IJEG aims to handle submissions courteously and promptly. IJEG objectives are to promote and extend the use of all methods in the principal disciplines of Computing.

IJEG editors understand that how much it is important for authors and researchers to have their work published with a minimum delay after submission of their papers. They also strongly believe that the direct communication between the editors and authors are important for the welfare, quality and wellbeing of the Journal and its readers. Therefore, all activities from paper submission to paper publication are controlled through electronic systems that include electronic submission, editorial panel and review system that ensures rapid decision with least delays in the publication processes.

To build its international reputation, we are disseminating the publication information through Google Books, Google Scholar, Directory of Open Access Journals (DOAJ), Open J Gate, ScientificCommons, Docstoc and many more. Our International Editors are working on establishing ISI listing and a good impact factor for IJEG. We would like to remind you that the success of our journal depends directly on the number of quality articles submitted for review. Accordingly, we would like to request your participation by submitting quality manuscripts for review and encouraging your colleagues to submit quality manuscripts for review. One of the great benefits we can provide to our prospective authors is the mentoring nature of our review process. IJEG provides authors with high quality, helpful reviews that are shaped to assist authors in improving their manuscripts.

**Editorial Board Members**
International Journal of Ergonomics
EDITORIAL BOARD

ASSOCIATE EDITOR IN CHIEF (AEiCs)

Assistant Professor Isabel L. Nunes
Universidade Nova de Lisboa
Portugal

EDITORIAL BOARD MEMBERS (EBMs)

Assistant Professor Calvin Kalun Or
The University of Hong Kong
Hong Kong

Associate Professor Pedro Arezes
University of Minho
Portugal
TABLE OF CONTENTS

Volume 4, Issue 3, March 2014

Pages

33 - 39   A Video System for Measuring School Children Sitting Posture Dynamics
          Borut Kirn, Vito Starc
A Video System for Measuring School Children Sitting Posture Dynamics

Borut Kirn
Medical Faculty
University of Ljubljana
Ljubljana, 1000, Slovenia

vito.starc@mf.uni-lj.si

Vito Starc
Medical Faculty
University of Ljubljana
Ljubljana, 1000, Slovenia

borut.kirn@mf.uni-lj.si

Abstract

School children spent a lot of time sitting. Some Primary Schools in Slovenia were interested to improve pupil’s working conditions by introducing more dynamic type of sitting. A standard school chair was substituted with a large gymnastic ball. In order to evaluate influence of this substitution on sitting dynamics we developed a video system capable of assessing sitting posture in sagittal plain during prolonged period.

We composed a video acquisition system with video camera (Blaupunkt, CCR 808), simple optical markers with LED diodes and robust image analysing software. To test it we measured the sitting posture of eight school children, who were sitting for 30 minutes on a large gymnastic ball and on a chair without a backrest and armrest with the acquisition rate 3 s\(^{-1}\). Each image was analysed to determine position of markers and then the Lumbar Lordosis angle (LL) and the Pelvis Inclination angle (PI) time courses were calculated.

We found a measurement system very convenient in the conditions outside the laboratory. The level of backscatter which could impair automatic marker location extraction from the recorded image was low during all sessions. The marker in the recorded image had 30\(\pm\)10 pixels with different intensity. We found that during first 6 minutes the posture is more upright on the ball as compared to the chair (PI: chair 17.0\(\pm\)7.2\(^0\), ball 13.2\(\pm\)8.5\(^0\), p<0.05; LL: chair -5.1\(\pm\)2.5\(^0\), ball -4.8\(\pm\)2.1\(^0\), p>0.05).

A measurement system using consumer video camera, LED video markers and image analytics software is cost effective and reliable system which has minimal influence on students comfort during measurements outside the laboratory.

Keywords: Sitting, Dynamic, Posture, Measurement, Video, School.

1. INTRODUCTION

Young children spend a lot of time in school (Linton et al. 1994) and most of that time they are usually sitting (Storr-Paulsen and Aagaard-Hensen 1994). Parents, teachers and others involved are often concerned about the influence that prolonged sitting yields on the physical development of a child. To reduce side effects of prolonged sitting, more ergonomic classroom furniture is frequently suggested as one of the solutions (Knight and Noyes 1999, Marschall et al. 1995, Schröder 1997). Therefore, some schools in Slovenia have attempted to substitute a standard classroom chair with a large gymnastic ball. From a semi static sitting posture on a chair, a more dynamic sitting posture was expected on a ball. However, there is no evidence how such a substitution could influences the sitting posture. Whether to support this theory or to oppose it,
makes the professional judgment to be very difficult. For this purpose, we chose to evaluate the difference between sitting posture obtained on a chair and on a ball during a prolonged period of sitting.

The idea to substitute a chair with a ball in the classroom is not new. In some schools in Switzerland, it has already been practiced for a period of one year. In parallel investigations (Knusel and Jelk 1994, Amstad et al. 1992), they re-examined the standing posture, the balance and strength of particular muscles in participants after one year, but they found little if any improvement. However, they did not study the change of the sitting posture itself. They reported that when incorporating movement into the classroom context, the ball might be helpful and that it was well-received as an alternative to the conventional sitting.

Nevertheless, it has been shown that periodic changes of the sitting posture influence the spinal load (Lengsfeld et al. 2000). Continuous measurements of lumbar spine kinematics have shown (Callaghan and McGill 2001) that this type of information is necessary for an ergonomist to evaluate the different styles of sitting.

In order to evaluate the influence of different types of chairs on school children posture we developed a video measurement system capable of assessing sitting posture in sagittal plain during prolonged period.

2. METHODS
2.1. Experimental Participants
Eight physically normal developed school children (10-11 years old; 4 male, 4 female) were participating in the experimental study. Their average height was 147.2±4.0 cm and their average weight was 38.0±5.1 kg. A week before the measurement, a trained physiotherapist explained them how to sit on the ball. After that, each child was sitting on the ball during classes for at least one day. The investigation was approved by the ethical commission and a parental approval was acquired for every child.

2.2. Experimental Protocol
Prior to the experiment, the height and popliteal height of each child were measured to enable appropriate adjustment of the size of the ball and of the chair. Pupils were sitting on a ball and on a chair during two separated sessions each lasting for 30 minutes.

![Optical skin marker construction: (1) sagittal plane LED, (2) frontal plane LED, (3) light metal holder and (4) electric connector.](image)

2.3. Assessment of Sitting Posture
Each subject was recorded from a lateral view using Blaupunkt CCR 808 video camera operating at 25 frames per second. The camera, levelled on the tripod, was located 5 m from the subject at
1 m height and positioned perpendicular to the plane of motion to decrease errors of perspective. Five markers constructed of a LED diode fixed on the free end of a 2 cm long holder (Figure 1), were positioned at the most superior parts of the spinal prominence of lumbar vertebrae L1, L3 and L5, of sacrum S2 and at the Anterior Superior Iliac Spine (ASIS) (Figure 2).

The intensity of the light in the room was low: therefore, the optical markers were clearly visible on the recorded image. Images, which were digitised and fed into the computer with spatial resolution of 320x280 pixels and with an acquisition rate of 3 frames per second, were analysed to find the position of each marker. For this purpose, we developed motion analysis software, which found the position of the marker in the first image and traced its position during the rest of the session. Each marker on the image was a blob of 30 ± 10 pixels which had much higher brightness than the background pixels. For each marker we used intensity of pixels to determine its center as an equivalent to a center of mass.

**FIGURE 2:** Optical skin markers, which were used in definitions of the two angles: the Pelvis Inclination (PI) and the Lumbar Lordosis (LL).

### 2.4. Definition of Angles
The marker’s coordinates were used to determine two angles, which served to describe the sitting posture. As shown in figure 2, the Pelvis Inclination angle (PI) was defined as the sharp angle between the line connecting markers S2, SAIS, and the horizontal line. The Lumbar Lordosis angle (LL) was defined with markers L1, L3 and L5. One line connected L1 to L3 and the second one connected L1 to L5. The angle was considered negative in the case of kyphotic lumbar curvature. Altogether, 5400 consequent values of the PI and LL were determined for each session.

### 2.5. Data Analysis and Statistics
The average value of the first six minutes of each time course was considered as the initial sitting posture. A paired t-test was used to compare values obtained from sitting on a ball and sitting on a chair.

### 3. RESULTS
We recorded sitting posture of 8 pupils while sitting on a ball and on a chair (Figure 3). We were able to extract all markers with less than 0.01% of drop-off. The PI and LL angle values were meaningful and reflected the dynamics of sitting.

During the measurement the pupils were not affected much by the procedure of the measurement and could continue with their regular classroom work by the table.

When comparing initial postures (Figure 4), we observed that PI is smaller when a person is sitting on a ball (chair: $17.0^0\pm7.2^0$, ball: $13.2^0\pm8.5^0$, $p<0.05$), while no significant difference was found in LL (chair: $-5.1^0\pm2.5^0$, ball: $-4.8^0\pm2.1^0$, $p>0.05$).
FIGURE 3: The time course of the Pelvis Inclination (PI) as measured in subjects 1 to 8 during sitting on the chair (black) and during sitting on the ball (red) for all 5400 measured time points (acquisition rate 3 s\(^{-1}\)).
4. DISCUSSION

Sitting still is not always a good thing. The kids are very wiggly because their sensory system is still developing. There are many arguments for pro and contra introduction of the ball as a chair in the classroom. We believe that with our video system could add scientific arguments to this discussion.

We were able to record the video, extract the markers, calculate the angles and present them. The angle values were meaningful and reflected the dynamics of sitting. We achieved that despite axial rotation of pupils which could direct the LED light beam away from the camera or even shield the marker from visual contact. The length of the marker rod and the application of LED appeared right selection.

The dynamics and biomechanics of sitting is complex (Schult et al. 2013). It will take some time to properly analyze by using statistics, human posture load models, frequency analyses and others. Using a ball in the classroom instead of a chair changes many aspects of the classroom atmosphere (Knusel and Jelk 1994, Amstad et al. 1992). The dynamic sitting is effective as a sitting furniture for students who exhibit sitting discomfort and problem-based learning (Al-Eisa et al. 2013).

We observed that the initial posture was more upright on the ball, which was indicated by small PI. In the continuation of sitting, the PI showed no trend of rise; rather contrary, it became even slightly lower. Therefore, the posture on the ball maintained or even improved the initial uprightness (negative PI slope). That is very opposite to the sitting on the chair, where initial posture is more relaxed (bigger PI) and in continuation of sitting session, the posture became even more slouch (positive PI slope). However, considering the initial postures and the slopes, no significant difference was measured in LL. That is partially due to the movements of the upper part of the body, which influence LL values.

From the measurements we could see that there is more movement on the ball. It is known that rotatory dynamic sitting changes spinal load and increases its length (van Dieen et al. 2001, Groenesteijn et al. 2012). Therefore, it is to expect that the dynamic sitting is beneficial: however, the maximum effect would probably be achieved when the periodicity of movements, when sitting, is similar to the periodicity of movements during walking or balancing during standing, because the body is adapted to it (Kirn and Starc, 2014).
Our acquisition system generates large amount of data. In the future this data should be analysed to reveal systemic influence of sitting strategy on soft tissue loads. In addition we recommend increasing acquisition rate to 25s⁻¹ in order to enable studying of high frequency movements.

A potential drawback of our study is that the video acquisition which we developed assesses the posture in one plain that is in two dimensions. There are other techniques which enable three dimensional assessment of sitting posture (Brink et al. 2013) but they are considerably more expensive. In addition the 3D system generates even more data per unit of time and is therefore too strong because adequate analytical tools for posture dynamics analyses are not yet developed.

5. CONCLUSION
A measurement system using consumer video camera, LED markers and image analytics software is cost effective and reliable system which has minimal influence on students comfort during measurements outside the laboratory. It enables differentiation between different types of sitting furniture.

Sitting on the ball yields more upright initial sitting posture which is beneficial for children. Therefore the study supports schools to occasionally substitute schools stool with large gymnastic ball.

6. ACKNOWLEDGMENT
We thanks to Alenka Pučko, dipl.physiotherapist for her skill full acquisition of the data and to teachers and pupils of Primary school Kolezija – Ljubljana for their participation in the study.

7. REFERENCES


INSTRUCTIONS TO CONTRIBUTORS

The *International Journal of Ergonomics (IJEG)* is devoted in assimilating publications that document development and research results within the broad spectrum of subfields in the engineering sciences. The journal intends to disseminate knowledge in the various disciplines of the Ergonomics field from theoretical, practical and analytical research to physical implications and theoretical or quantitative discussion intended for both academic and industrial progress.

Our intended audiences comprises of scientists, researchers, mathematicians, practicing engineers, among others working in Engineering and welcome them to exchange and share their expertise in their particular disciplines. We also encourage articles, interdisciplinary in nature. The realm of International Journal of Ergonomics (IJEG) extends, but not limited, to the following:

To build its International reputation, we are disseminating the publication information through Google Books, Google Scholar, Directory of Open Access Journals (DOAJ), Open J Gate, ScientificCommons, Docstoc and many more. Our International Editors are working on establishing ISI listing and a good impact factor for IJEG.

The initial efforts helped to shape the editorial policy and to sharpen the focus of the journal. Starting with Volume 4, 2014, IJEG aims to appear with more focused issues. Besides normal publications, IJEG intend to organized special issues on more focused topics. Each special issue will have a designated editor (editors) – either member of the editorial board or another recognized specialist in the respective field.

We are open to contributions, proposals for any topic as well as for editors and reviewers. We understand that it is through the effort of volunteers that CSC Journals continues to grow and flourish.

**IJE LIST OF TOPICS**
The realm of International Journal of Ubiquitous Computing (IJEG) extends, but not limited, to the following:

- Aerospace Engineering
- Biomedical Engineering
- Control Systems Engineering
- Electrical Engineering
- Engineering Science
- Electronic Engineering
- Computer Engineering
- Robotics & Automation Engineering

**CALL FOR PAPERS**

*Volume: 4- Issue: 4*

i. **Submission Deadline**: April 30, 2014

ii. **Author Notification**: May 31, 2014

iii. **Issue Publication**: June 2014
CONTACT INFORMATION

Computer Science Journals Sdn Bhd
B-5-8 Plaza Mont Kiara, Mont Kiara
50480, Kuala Lumpur, MALAYSIA

Phone: 006 03 6204 5627
Fax: 006 03 6204 5628
Email: cscpress@cscjournals.org